NR-03


Inspected by:  Oscar Lira
July 11, 2008
NR Single Cell Cavity – Incoming Visual Inspection
NR-03
1) Welded seams on Beam Tubes not shown on drawing 457525 

2) Attachment rings not equally rotated about welded seam on BT1 

3) Beam Tube was machined flush with flanges sealing surfaces (Missing 82.00mm Diameter X 1mm step)
4) Flanges Bolt pattern are rotated by 5.5 Deg. to each other
5) Pitted spots on outside weld between BT1 and Flange 1 @ 4:00
6) Pits on outside Half Cell 2 @ 2:00

7) Scratch on face of Flange 2 @ 1:00

8) Small weld splatter on 109.20 inside Diameter of  Flange 1 @ 5:00 

9) Some Discoloration inside BT2 @ 1:00 and 5:00
10) Welding deformation inside Beam Tubes from Attachment Rings
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BORE SCOPE PICTURE OF BEAM TUBE 1 AND HALF CELL 1 WELDED JOINT @ 9:00
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BORE SCOPE PICTURE OF HALF CELLS MID WELD @ 9:00
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BORE SCOPE PICTURE OF HALF CELLS MID WELD @ 3:00
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BORE SCOPE PICTURE OF BEAM TUBE 2 AND HALF CELL 2 WELDED JOINT @ 9:00
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