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1. Clean Table for work area. Fresh butcher paper may be used paper side up as work surface.
2. Place Mandrel Tube on pair of V-blocks.
3. Cut 2 sheets of Mylar to >132” by ~11.45” and place on table. Edges must be straight.
4. Wrap tube with 1 layer of Mylar, There should be a small gap at the bottom. Tape into place using Kapton Tape.
5. Place pre-cut insulation on Tube. Verify that it is straight using hole template. Insulation will be 2 semi-fused sheets of 0.007” S2-Glass. 
a. Be careful when handling sheet to not break fusing of edges as it helps with alignment.
b. Use straight edge to ensure center holes are in line.
6. Carefully, lightly and evenly apply binder to blanket. Blanket should not be fully saturated.
a. DO NOT paint binder on end-shoe extension area, this area is to remain flexible after curing. This is ~ the last 8” of insulation on the lead end.
7. Place another sheet of Mylar on top of Blanket and tape Mylar to mandrel. Tape should not be placed along the whole length to allow excess binder to drain. [image: C:\Users\skrave\Desktop\LHQ Blanket Cure.png]
8. Wrap tube with butt lap heat shrink. Secure ends with a couple wraps and Kapton tape.
9. Place tube on foil drip catcher on V-blocks in oven. 
10. Bake at 150°C for 1.5 hours.
11. Remove blanket and cleanup. 
image1.png
Mandrel (Old Pipe)

2% 7 mil S-2 Glass Blanket

10 mil Mylar
Wrapping Pipe and Glass




